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1 Overview

1.1 What is ezVSP?

® ezVSP is a program that has the same role of ezTCP. You can use TCP/IP protocol

conversion function with the program.

® The serial ports created by ezVSP are not physical but virtual devices. However, you

can see those ports in the device manager.

ezVSP et
RS232 -
S23 \j
User program
Serial Device ezTCP PC

Fig 1-1 Overview of ezVSP

® ezVSP can be modified without prior notice in order to remove bugs or add new

features. You can download the latest version from our website.

http://www.eztcp.com/en/download/ezvsp.php

1.2 Key features

1.2.1 Operating system requirement

Operating system

Microsoft Windows Server 2003
Microsoft Windows Server 2008
Microsoft Windows Server 2008 R2
Microsoft Windows Server 2012
Microsoft Windows XP

Microsoft Windows Vista

Microsoft Windows 7

Microsoft Windows 8
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Table 1-1 Operating system requirement

1.2.2 Features
® ezVSP is registered for startup on Windows.
® ezVSP supports TCP server, TCP client and UDP communication.
® The TCP server provides only one TCP/IP connection.
® ezVSP supports SSL v3.0 and TLS v1.0 when it works as a TCP server or client.

® ezVSP supports RFC2217 ( Telnet COM Port Control Option ) when it works as a TCP

server or client.

® SSL secure communication and RFC2217 (Telnet COM Port Control Option) can't be

used concurrently.

Sollae Systems Co., Ltd. -3- http://www.sollae.co.kr
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2 Installation

® You can find the latest version on our website.

® http://www.eztcp.com/en/download/ezvsp.php

2.1 Installation procedure

) ezVSP - InstaliShield Wizard [=5=)

~ Welcome to the InstaliShield Wizard for ezVSP

i
The InstallShield(R) Wizard will install ezVSP on your computer.
To continue, dick Next.

WARNING: This program is protected by copyright law and
international treaties.

< Back

Fig. 2-1 Ready to setup
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-
# ezVSP - InstallShield Wizard

Exemption from Liability

Please read the following exemption from liability carefully.

Exemption from Liability

m. | »

In no event shall Sollae Systems Co., Ltd. and its distributors be liable for any
damages whatsoever (including, without limitation, damages for loss of profit,
aperating cost for commercial interruption, loss of infarmation, or any other
financial loss) from the use orinability to use products{ezTCP) with ez 5P even if
Sollae Systems Co., Ltd. orits distributors have been informed of such damages.

The ezTCP is not designed and not autharized for use in military applications, in
nuclear applications, in airport applications or for use in applications involving
explosives, or in medical applications, or for use in security alarm, or foruse in a -

@ I gccept the terms in the exemption from liability:

(7)1 do not accept the terms in the exemption from liability

V| InstallShield

< Back ]I Mext = I [ Cancel

Fig. 2-2 Confirm the exemption from liability

r B
8 ezVSP - InstallShield Wizard e

Ready to Install the Program
The wizard is ready to beqin installation.

Click Install to begin the installation.

If you want to review or change any of your installation settings, dick Back. Click Cancel to
exit the wizard.

Installshield

< Back ]I Install I [ Cancel

Fig. 2-3 Setup information
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ezVSP is installed in C:WProgram FilesWSollaeSystemsWezVSP3.

Click Install button for next step.

BTl ezvsP - nstallShield Wiz

Installing ezVSP
The program features you selected are being installed.

Please wait while the Installshield Wizard installs ezVSP. This may take
several minutes.

Status:

=]
bl
(]
m
[=1

=)
A

4
S’

Fig. 2-4 Installing (1)

¢+ CiWProgram FilesWSollagSystemsWezVSP3WSupportWyspd=p_install. exe

Fig. 2-5 Installing (2)

The device driver for virtual ports is installed to user's computer during installation

procedures. It may take several minutes depending on the system.

Sollae Systems Co., Ltd.
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C:¥Program FilesWSollaeSystemsWezVSPIWSupport®Dllinstall.exe

Fig. 2-6 Installing (3)

® After installing the device driver, the DLL for virtual ports is installed to user's

computer.

#8) ezvsP - InstallShield Wizard ot S

InstallShield Wizard Completed

“4

The Installshield Wizard has successfully installed ezvsP, Click
Finish to exit the wizard.

7| Launch ezV'SP

Fig. 2-7 Installation completed
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3 How to use ezVSP

3.1 Registration

® ezV/SP provides its functions to customers who uses ezTCP.

® The MAC address of ezZTCP and the KEY are needed for this step.

@ ezVSP X
Infarmation

Cnly registrant can use this application,
If wou are ez TCP user, you can get the KEY From Sollae Swstems homepage,
The MAC address Far the KEY is printed in the label on ez TCP.

Just click below link ba visit us,

Reqistration : Sollag SwstemsiKOREAMN)
Registration : Sollag Swskems{EMGLISH)
Reqistration @ Sollag Swskems{CHIMESE)

Enter key and ezTCP's MAC address

MAC Address | | [ exclude )

key finchde -
| |

L 04 ”_ Cancel ]

Fig. 3-1 Enter KEY
® If you don't have the KEY, please visit our website to register your ezTCP.

® (lick one of the three links and then it leads you to the ezVSP registration page of

selected language.
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. Sollae Systems - ezV/SP Registration

M~ v [ d v HOX@®v HHEv SO~ @~ 7

HOME

ABOUTUS PRODUCTS  APPLICATION
» » LA S L

P B Bnd

SUPPORT DOWNLOAD

WHERE TO BUY

KOREAN | CHINESE | CONTACT US

I

Support

Technical Support ezVSP registration
FAQ@® | Your information is protected by SSL
Q&A

""""""""" Jistration form
Latest Firmware
revision

MAC ADDRESS 0 0 F

AAAAAAAAAAAAAAAAAAAAAAA Company
ezVsp
Name
ezVSP Registration
RSS Country COUNTRY E
RSS E-MAIL
Survey Tel
Customer FAX
Satisfaction Survey
SRR 0s 0S [+]

ezTCP Model name MODEL E]

Purchase date 2011E| 1 ‘E] 9 E
Request Registration

* You can see the key right after pressing this button !!

Sollae Systems Co.,Ltd.  #901, 869, Gyeongwon-daero, Nam-gu, Incheon 402-714, Korea (Republic Of)
PH +82.32.245.2323 | FX +82.32.245.2327 | MAIL TO sales@eztcp.com

Fig. 3-2 Registration (1)

® Please fill all the fields and then click Request Registration.

@ Sollae Systems Co., Ltd. -9-
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2 Sollze Systems - ezV'SP Registration f > B ~ 2 vy HONE~ FRE v =0~ @~

KOREAM | CHIMESE | COMTACT US

=

HOME ABOUTUS PRODUCTS APPLICATION SUPPORT DOWNLOAD  WHERE TO BUY
» - r ==

Support
Technical Support

Tt s The requested MAC address is " u———————
Firmware History The key number is * EEEEEG—"

Latest Firmware

revision If you have any question, feel free to contact us.

azVSP Thank you.

ezVSP Registration

Customer
Satisfaction Survey

Sollae Systems Co.,Ltd. 607 INCHEON IT TOWER 592-5 DOHWA 1-DONG MAM-GU INCHEON 402-711 KOREA(REPUBLIC OF)
PH +82.32.245.2323 | FX +82.32.245.2327 | MALL TO sales@eztcp.com

Fig. 3-3 Registration (2)

® We also send the email with the information. So, please make sure that email

address is available.

® The KEY is generated by using the MAC address. So, please use the pair of the MAC
address and the KEY.

3.2 Start and Exit the program

3.2.1 Start the program

® e7zVSP is minimized to system tray after it started.

W 333 PM
Wednesday

Fig. 3-4 Tray icon

3.2.2 Popup menus

Sollae Systems Co., Ltd. - 10 - http://www.sollae.co.kr
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Open
Exit

e3P (Aiabout.

2l Y zaPm
5 'B,, Wednesday

Fig. 3-5 Popup menus

® Right-click the icon and then you can choose Open, Exit, or ezVSP (A)About....

Menu Function
Open Click Open and then ezVSP shows its main window.
Exit Click Exit and then ezVSP will be terminated.

ezVSP (A)About...

Click ezVSP (A)About... and then ezVSP This menu shows the

version information.

Table 3-1 Popup menus

B ezvsP 4.00

File Option

Yirtual Port | Comment

| Wirtwal Port Setup | Metwork State / Create " Edit %,

=100 |

Wirtual Port  [COM3 ‘I ™ Use Physical Part

Comment I‘

& TCP Client
 TCP Server
 UDP

MNetwork, Configuration

Host IP address or name Host Port

[1470
Local Port
1470

[ —— |

Fig. 3-6 Main window

3.3 Create virtual ports

3.3.1 Basic settings

Sollae Systems Co., Ltd.
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Create " Edit

vitual Port  |[EAEEREE ~ [ ]Use Physical Port

Caomrment

I etwork, Configuration

{*) TCF Cligrt
) TCP Server
CIuDP
Host IP addrezs or name Host Port
1470
Local Port
treate l [ ]advanced

Fig. 3-7 Basic settings

® C(lick Create tab and then fill the basic settings.

Field

Comment

Virtual Port

Select a port number.

Use Physical Port

Click Use Physical Port and then ezVSP displays the physical
COM ports on your system in Virtual Port.

Comment

Short explanation of the virtual port.

Network Configuration

Choose one of TCP Client, TCP Server, or UDP.

Host IP address or name

In case of Network Configuration is TCP client or UDP:
Host IP address or name is the IP address or DNS name of

the remote host.

In case of Network Configuration is TCP client or UDP:

Host Port Host Port is the TCP or UDP port number of the remote
host.
In case of Network Configuration is TCP server or UDP:
Local Port

Local Port is the TCP or UDP port number of the virtual port.

Sollae Systems Co., Ltd.

Table 3-1 Basic settings

-12 - http://www.sollae.co.kr



http://www.sollae.co.kr/

ezVSP User’ s Manual Ver. 1.8

3.3.2 Advanced settings

Create | Edit

[ ] Emulation of Baudrate
==L

[] Telnet COM Port Contral{RFC2217)
[ synchronization (Virtual port TCP connection statu

Basi) . Advanced

Create Advanced

Fig 3-8 Advanced settings

® Click Advanced checkbox and then click Advanced tab.

Field Comment

) It enables or disables emulation of data transfer speed
Emulation of Baudrate ) )
according to current virtual port Baud rate value.

SSL is only valid when Network Configuration is TCP Client or
SSL TCP Server.
SSL can’t be used with Telnet COM Port Control.

Sollae Systems Co., Ltd. -13 - http://www.sollae.co.kr
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Telnet COM Port
Control(RFC2217)

It is only valid when Network Configuration is TCP Client or
TCP Server.

You can't use it with SSL.

It allows ezVSP to send or receive COM port's settings (Baud
rate, data bit, stop bit, and parity) and states (RTS, CTS, DTR,
DSR).

Please refer the below document for more detail information
about Telnet COM Port Control.

http://www.eztcp.com/documents/application/an_telcom_en.pdf

Synchronization
(Virtual port TCP

connection status)

If the virtual port is opened by a serial communication

program then ezVSP starts to make a TCP/IP connection.

If the serial communication program close the virtual port then

ezVSP starts to close the TCP/IP connection.

3.3.3 Create virtual port

Table 3-2 Advanced settings

Click Create button to make a new virtual port.

The example below is showing how to make a virtual port as a TCP Server.

@ ozvsp 3.24
File  Option
Wistual Port Comemerit

Wirtual Port Setup Network State Create ' Edit
WVilual Port | COM3 ] Use Physical Post
Cafeent

Metwark: Configurstion

Host IP address o name Host Port

Local Port
1470

[ _cewe ] asenced

Sollae Systems Co., Ltd.

Fig. 3-9 Example of creating a virtual port (1)
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B ozvsP 3.20 (=13
File Option
Airkal Fork | Lomment | ¥inual Fort Setup | MNetwork akate / Create " Edit
| 1=/ copz B | istening] 1470
Wirtual Partt | COM4 * ] Use Physical Port
Comment |
Metwors Configuration
() TCP Client
(&) TCP Server
CIuDP
Host IP addiess or name Haost Port
\ |14 ]
Local Port
1470
[ advanced
< >

Fig. 3-10 Example of creating a virtual port (2)

3.4 Change virtual port settings

® Click one of the virtual ports in ezVSP's main window and then modify the settings

in the Edit tab.

I e2vsP 3.24

TR VUG PO Sey TV, ST Cmal fi\
I [Im__ll =
\irtual Port A

\é) Comment |

Metwork Conliguration

(O TCP Client

@ TCP Serves

Quop

ﬂuleaddmu(nane _HoaPut )

Local Pt
_'ll?ﬂ

N:h-'a‘n:ad

3)
©)

Fig. 3-11 Change virtual port setting

® You can change all the fields except Virtual Port.
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3.5 Additional functions

3.5.1 Data Bypass

Overview

ezVSP

Fig. 3-12 Data Bypass overview

® Two remote serial devices can communicate each other through two virtual ports’

TCP/IP port.

® The virtual ports which are using Data Bypass doesn't receive data from its serial

port.

Make Data Bypass

W ozVSP 3.24

<

Vitual Pot Setup Matweek State
B [Listening] 1470
B L istening] 1471

Create ' Edt

Vitual Port | COMS
Comment |
Metwork Configurstion
O TCP Chent
(%) TCP Sewven
OUDP
Hoat IP addiess ce name Host Peel

¥ [Juse Prysical Port

LocalPot
141

_m [ advanced

@ Sollae Systems Co., Ltd.
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Fig. 3-13 Manage Data Bypass (1)

Virtual ports list Virtual ports list which are using data bypass

Manage Data Bypass

Make Data Bypass Manage Data Bypass

[ Select Virtual Port

COM3

COM4

&
9 Make 0 Delete |
|
Make a data bypass Delete a data bypass

Fig. 3-14 Manage Data Bypass (2)

Manage Data Bypass E|
Make Data Bypass Manage Data Bypass
[ lect Virtual Port
ey )
@ 2

Fig. 3-15 Manage Data Bypass (3)

® Select two virtual ports on the left side for making Data Bypass and then click Make
button.
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Manage Data Bypass
Manage Data Bypass

Make Data Bypass
Select Virtual Port |f" COM3<—>COM4

Make i I Delete

Fig. 3-16 Manage Data Bypass (4)

W ozVSP 3.24
| /create (Edt

Metwork State
B istening) 1470
B [Listening] 1471

Virtual Port Setup
VituslPort | COMS
Comment

MNetwark Configuration

) TCP Chert

(&) TCP Server

Cuop

Host IP address o name

Create ID 4

EEX

¥ []Use Fhysical Fort

HostPoit

|1471

Fig. 3-17 Manage Data Bypass (5)

The icon (g:]) represents that the virtual port is using Data Bypass.

Delete Data Bypass

- 18 -
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Manage Data Bypass E|
Make Data Bypass Manage Data Bypass

Select Virtual Port |72 CoM3 <->COM4 |
(™
@

o
_ | | )]
I Make ] I Delete I

Fig. 3-18 Manage Data Bypass (6)

® Select Data Bypass on the right side to delete and then click Delete button.

3.5.2 Log

Overview

® The log files are saved in "C:/Users/User Account/Documents/ezVSP”

® e7VSP creates new log file if the size of log file exceeds 5 Mega-byte.

Filename Example

[ Virtual port name ] YYYY-MM- | [ COM2 ] 2010-06-

Data lo
9 DD_HH-MM-SS_DATA.log 09_10_13_22_DATA.log

[ Virtual port name ] YYYY-MM- | [ COM2 ] 2010-06-

System log
DD_HH-MM-SS_SYS.log 09.10_13_22_SYS.log

Table 3-3 Naming rule

® Below figure shows data log files format.

1 Sollae Systems Co., Ltd. -19 - http://www.sollae.co.kr



http://www.sollae.co.kr/

ezVSP User’ s Manual Ver. 1.8

Timestamp Direction & byte count
[2910;%!39119:16:1.6 62] - [USP->TCP : 1600]
5B 30 30 30 30 31 3A 61 5D 5B 30 30 30 30 31 3A | [00001:a][00061:
62 5D 5B 30 30 30 30 31 3A 63 5D 5B 308 30 30 30 | b][00001:c][ 0006
31 3a 64 5D 5B 30 30 30 30 31 3A 65 5D 5B 30 30 | 1:d][00001:e][00
30 30 31 30 66 5D 5B 30 30 30 30 31 3 67 5D 6D | 001:f][00001:g].
5B 30 30 36130 32 3A 61 5D 5B 30 36 30 30 32 3A | [00002.a][00002:
62 5D 5B 3030 30 30 32 3A 63 5D 5B 30 30 30 30 | b][000(2:c][ 0006
32 3 64 5D 5B 30 30 30 30 32 3A 65 5D 5B 30 30 | 2:d][0€002:e][ 00
30 38 32 3n |66 5D SB 30 30 30 30 32 3a 67 5D 06D | 002:f][00002:q].
5B 30 30 30 (30 33 3A 61 5D 5B 30 30 30 30 33 3n | [00003:a][ 00003 :
62 5D 5B 3830 30 30 33 3A 63 5D 5B 30 30 30 30 | b1r000E3:c1r 0000
HEX code ASCII code
Fig. 3-20 Data log file format
L&
Timestamp The event time of receiving or sending data.
o VSP->TCP : The virtual port has sent data to its TCP port.
Direction & ) ) )
TCP->VSP : The virtual port has sent data to its serial port.
byte count
And total number of bytes of data.
HEX code The HEX code of data.
If the HEX code is between 0x31 and 0x128 then print its ASCII code.
ASCII code ) .
Otherwise, “." is printed.
Table 3-4 The contents of a data log file
Start Log

¥ ozvSP 3.24

E Manage Log

<

Virtual Port Setup Network State Create ' Edit
B |Listening] 1470
B |Listening] 1471 Vitual Post | COMS * [[] Use Physical Port
Comenent

Network Configuration
O TCP Client
() TCP Sesver
QO UDP
Host IP address or name Host Port

LocalPot
1471

—T—|e

Sollae Systems Co., Ltd.
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Fig. 3-21 Log (1)

Virtual port s list Virtual ports list which are using log
v Y

Manage Log
Manage Log

Thee log Function may reduce a performance of ezY5P,

[coms
COM4

Start or stop log

Fig. 3-22 Log (2)

Manage Log rz|
Manage Log
The log function may reduce a performance of ez¥SP.

)
@)

®

Start »>
<< Stop

@ Sollae Systems Co., Ltd. -21- http://www.sollae.co.kr
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Fig. 3-23 Log (3)

Manage Log rz|
Manage Log
The log function may reduce a performance of ez¥sP.,
COM4 COM3

Fig. 3-24 Log (4)

® Select virtual ports on the left side to start Log and then click Start>> button.

Stop Log

X

Manage Log

Manage Log
The log function may reduce a performance of ez¥sP.

COM4

®

®

@ Sollae Systems Co., Ltd. -22 - http://www.sollae.co.kr
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Fig. 3-25 Log (5)

®  Select virtual ports on the right side to stop Log and then click <<Stop button.

Manage Log g|
Manage Log

The log Function may reduce a performance of ez¥sP.

COM3
COM4

| (s ]|

Fig. 3-26 Log (6)

3.5.3 Emulation of Baudrate

Overview

® The data transfer speed of virtual ports is faster than their Baudrate value. Emulation
of Baudrate enables or disables emulation of data transfer speed according to

current virtual port Baud rate value.

Start Emulation of Baudrate

. Sollae Systems Co., Ltd. -23 - http://www.sollae.co.kr
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W ezvsP 3.24 EEX
[Z°8 Option
[i Manage Data Bypass Vitual Pott Setup Network State Create | Edit
0 B |Listening] 1470
Emulation of Baudrate

Vitual Pt | COMS
Comment

% [JUse Prysical Port

Network Configueation
O TCP Chent

(&) TCP Server
Ouop

Host IP address of name HostPot

LocalPot
(147

Create ] Advanced

Fig. 3-27 Emulation of Baudrate (1)

Virtual ports list which are using emulation of baudrate

Emulation of Baudrate

Emulation of Baudrate
[coms

[ ]
Virtual ports list Start or stop emulation of baudrate

Fig. 3-28 Emulation of Baudrate (2)
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Emulation of Baudrate

Emulation of Baudrate

)
@)

Fig. 3-29 Emulation of Baudrate (3)

Start>> button.

Emulation of Baudrate

Emulation of Baudrate

Select virtual ports on the left side to start Emulation of Baudrate and then click

X]

COM3

Fig. 3-30 Emulation of Baudrate(4)

@ Sollae Systems Co., Ltd.
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W ezVSP 3.2A
File ©Option
| Vitual Por | Comment gl Port Setup | Network State
] %% com3 [EJSR00:NONE:B:T:NONE B4 [Listening) 1470

Fig. 3-31 Emulation of Baudrate (5)

® The “[E]" is showing on Virtual Port Setup field when the virtual port is using

Emulation of Baudrate.

Stop Emulation of Baudrate

Emulation of Baudrate E|

Emulation of Baudrate

®

3\
2)

Close

Fig. 3-32 Emulation of Baudrate (6)

® Select virtual ports on the right side to stop Emulation of Baudrate and then click

< <Stop button.
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Emulation of Baudrate

Emulation of Baudrate

ComM3

Fig. 3-33 Emulation of Baudrate (7)

3.5.4 Backup and Restore Virtual Port Setting

Backup Virtual Port Setting

W ezvsP 3,24

Virtual Post Setup
GB00:MONES:1:NONE

Metwark State
B Listening] 1470

| /Create (Ede

Vitual Pt | COMS
Cornment

Save As |E|rz| e

v

O & M-

Savej | (L) My Documents
My Music
! ,b My Pictures
My Recent
Deocuments
Desklop
My Documerds
My Coenpites
File pame: I TEST
My Metwork,  Save a3 lvpe: " wep

".DUsePMnNPM

et
€55 Of Name Host Port
LocalPot
1471
e ) Mndvances

Fig. 3-34 Backup Virtual Port Setting (1)
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® (lick Backup Virtual Port Setting and then fill File Name text box.

® (lick Save button.

Restore Virtual Port setting

W ezVSP 3,24
Delete Selected Virtual Fort Virtual Port Setup Network State Create ' Edt
Delete Al Virtual Port 9600:NONE8:1:NONE B [ictening] 1470
Vitual Port | COMS ¥ ] Use Physical Port
Restore Virtual Port Setting |
e ()
Exit 3 T
—_— Look jrc | (L) My Documents v Q& EPE
b _L'INY M e Host Port
My Recent P Jlit
Documents Local Port
— 147
@ b
Deskiop
[ advanced
My Documents
ey
2)
< A=
My Computes :
File narne: TEST b | Open |
- Filss of lype: “vep vl [ Cancel
My Metweork [ Open as ead-ony

Fig. 3-25 Restore Virtual Port Setting (1)

® Click Restore Virtual Port Setting and then Select the backup file.
® Click Open button.

® If ezVSP already have virtual ports before restoring then below message box is

shown.

ezVSP 3.2A

:) If wiou want ko delete existent wirtual part then “yes" button,
-

Ctherwize click "No™ bukton,

[ wes | [ ] ]

Fig. 3-36 Restore Virtual Port Setting (2)

® (lick Yes then ezVSP deletes all existent virtual ports and restores virtual port
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settings.

® Click No then ezVSP appends new virtual ports from backup file.

3.5.5 Script

Overview

® The script have to comply with INI file format.

® The INI file have properties and the properties are grouped into named sections.

® Properties has a name and value, delimited by an equal sign (=). The name appears

to the left of the equal sign.

® [COMXx] should be used for sections. The x represents a virtual port number.

ex) [COM4]

® Properties or sections have to end with <CR><LF>.

Syntax of script file

Item Syntax Value
Virtual port name [COM] The “xx" represents virtual port number
ex) [COM4]
Virtual port comment | Comment= Enter short explanation of the virtual port.
0: TCP client
Network Network= 1: TCP server
2: UDP
In case of Network is TCP client or UDP:
Host address HostAddr= HostAddr is the IP address or DNS name of
the remote host.
In case of Network is TCP client or UDP:
Host port number HostPort= HostPort is the TCP or UDP port number of
the remote host.
In case of Network is TCP server or UDP:
Local port number | LocalPort= LocalPort is the TCP or UDP port number of
the virtual port.
TCP server type TcpServerType= In case of Network is TCP server:

Sollae Systems Co., Ltd.
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0: TCP/IP version 4
1: TCP/IP version 6
If TcpServerType is not provided, TCP/IP

version 4 will be used.

SSL secure communication.

SSL SSL= 0: Disable
1: Enable
Telnet COM Port Control(RFC2217)
RFC2217 RFC2217= 0: Disable
1: Enable
o Synchronization(Virtual port & TCP
Synchronization )
] connection status)
(Virtual port & TCP | Sync= )
0: Disable
connection status)
1: Enable
Enter the virtual port name which you want to
Data bypass BypassPortName=
make Data Bypass.
] ] 0: Disable
0 og=
J J 1: Enable
Table 3-5 Items of script
[COMZ2]

Comment=sensor #1

Network=0

HostAddr=172.16.0.1

HostPort=1471
LocalPort=
SSL=1
RFC2217=0
Sync=1

BypassPortName=COM1

Log=1

Sollae Systems Co., Ltd.

Table 3-6 An example of script

- 30 -

http://www.sollae.co.kr



http://www.sollae.co.kr/

ezVSP User’ s Manual Ver. 1.8

3.6 Delete virtual ports

3.6.1 Delete virtual ports

W ezVSP 3.2A

ol Post. Comment Virtual Part Setup Network. State Create | Edit
COM3 B (Listening] 1470 : =
Vietual Post | COM4 + [ Use Physical Pot
- -

Metwork. Configuration

(&) TCP Chert

O TCP Sesver

QOuor

Backup Yirtual Port Setting Host IP address of name Host Port
Restore Virtual Port Setting |[1470

Local Pot
Open Scripk
Exit

il ISR

Delete Selected Virtual Port

Delete All Virtual P

™

[ cese  J0advenced

Fig. 3-37 Delete virtual ports (1)

W ezvsp 3.24 El@l@

Create | Edit

Virtual Pait
Comment |
Metwark Configuration
O TCP Chert
(&) TCP Server
OUDP
Host IP address or name Host Port

Local Poit
1470

(e Jadvnced

Fig. 3-38 Delete virtual ports (2)
@ C(lick the checkboxes in Virtual Port column that you want to delete and then click

Delete Selected Virtual Port.

® Right-click one of the virtual port that you want to delete and then click Delete.
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3.6.2 Delete entire virtual ports

W ezVSP 3.24
SulsrrSuivvirmuPer— Vittual Port Setup. Metwork State Create | Edt
Deishe 4l Vitual Port B [Listening] 1470
Eackup Yirbual Port Setting Virtusl Pot | COM4 % [ Use Physical Pat
Restore Virtual Pork Setting Comment
Open Script Metwork. Configuration
Ext () TCP Client
) TP Sesver
OUopP
Host IP address or name Host Port
1470
Local Port
Dadvanced
F >

Fig. 3-39 Delete virtual ports (3)

® C(Click Delete All Virtual Port then ezVSP deletes all virtual ports.

= If the virtual port’s Network State is Connecting then it will be deleted after

Network State is changed to another state.

= You can't delete the virtual port when it is used by a serial communication

program.

3.7 Status of virtual ports

3.7.1 Status of virtual ports

® Some icons represent the status of virtual ports.

Icon Comments
e The virtual port has created successfully.
L A serial communication program is using the virtual port.

= The virtual port is using 3.5.1 Data Bypass function.

Creating the virtual port has failed.

Please delete it and make it again with another Virtual Port name.
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Table 3-7 Status of virtual ports

3.7.2 Status of the network

® Some icons represent the status of virtual ports.

Icon Comments

When Network Configuration is TCP Client :
Trying to make a TCP/IP connection.

When Network Configuration is TCP Server :
Waiting a TCP/IP connection request.

When Network Configuration is TCP Client or TCP Server :
A TCP/IP connection is established.

When Network Configuration is UDP :

Virtual port successfully binds specific UDP port.

Error occurred :

You can see detail error message next to icon.

Table 3-8 Status of the network

3.8 Check virtual ports information

Vitual Port Comment Virtual Port Setup Network State Create / Edk
[ ™ com3 B [Listening] 1470
Virtual Port
Comment
Network Configurstion
O TCP Chent
@) TCP Server
R [ SERIAL -> ¥SP ] 0 bytes O UDP
AL L] 0:bytes Host P address o name Haost Port
TX[LAN->VSP ] 0 bytes
TX[ V5P -> SERIAL ] 0 bytes
Local Port
Buffer usage : RX[0], TX[0), GetinCount{0] 1470
e o)
e Jasvenced

Fig. 3-12 Check virtual port information

® You can check how many bytes have passed through the virtual port.
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® Double-click one of virtual ports then you can see the information.

® (lick Initialize and then the number of counters are changed to 0.

Field Comment

Total number of bytes that received from a serial communication
RX[SERIAL->VSP]

program.
RX[VSP->LAN] Total number of bytes that sent to LAN from RX[SERIAL->VSP].
TX[LAN->VSP] Total number of bytes that received from LAN.

Total number of bytes that sent to a serial communication
program from TX[LAN->VSP].

RX, TX:

Total number of bytes that saved in the buffer of ezVSP for

TX[VSP->SERIAL]

transferring a data. The size of the buffer is nearly 4,096 bytes.
Buffer usage

GetInCount:

Total number of bytes that in the virtual serial port device driver.

Table 3-9 Virtual port information
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Date Version Comments Author
2010.02.25 1.0 O Created. Jack Kim
2010.03.23 11 O Change the figures and add new features. Jack Kim
2010.06.16 13 O Change the figures and add new features. Jack Kim
2010.12.14 14 O Modify contents of operating system compatibility. Jack Kim
2011.11.09 1.5 O Change the figures and modify operating system Lisa Shin

compatibility.
2013.09.09 16 O Modify operating system compatibility. Jack Kim
2013.12.27 1.7 O Add new item of script syntax. Jack Kim
2014.05.30 18 O Modify operating system compatibility. Jack Kim
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